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NO.1 A video camera has a coaxial cable output. The video signal is to be distributed to devices that 
have 

balanced twisted pair inputs. The transition between these two different transmission media can be 
accomplished by using a: 

A. Balun 

B. Converter 

C. Modulator 

D. Cross connect 

E. Transceiver 

Answer: A 


NO.2 A work breakdown structure is: 

A. Influenced by market conditions at the time of the project execution 
B. A set of accounting codes 

C. Reflective of project organizational structure 

D. Easily standardized 

E. Areplacement for a Gantt chart 

Answer: A 


NO.3 A security program consists of three independent components. They are electronic, 
architectural, and: 

A. Operational 

B. Physical 

C. Environmental 

D. Elemental 

Answer: A 


NO.4 In a run requiring 15 m (50 ft) of cable between the floor distributor and the consolidation 
point, the 

M AXIM UM length of cable allowed between the CP and the telecommunications outlet is: 

A. 27.4 m (90 ft) 

B. 36.5 m (120 ft) 

C. 45.8 m (150 ft) 

D. 75 m (242 ft) 

E. 90 m (295 ft) 

Answer: D 


NO.5 The average power consumption in a telecommunications room (TR) is 2260 watts per hour. 
What is the 

heat dissipation in BTUs? 

A. 7096 BTU 

B. 7713 BTU 

C. 8104 BTU 

D. 8511 BTU 

Answer: B 


NO.6 A tapped trunk topology uses cabling to support a DAS. 
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A. Shielded twisted pair 

B. Balanced twisted pair 

C. Unbalanced twisted pair 
D. Optical fiber 

Answer: D 


NO.7 What is the frequency rating of an International Organization for Standardization/International 
Electrotechnical Commission (ISO/IEC) Category 7/Class F cable? 

A. 100 MHz 

B. 250 MHz 

C.500 MHz 

D. 600 MHz 

E. 1000 MHz 

Answer: D 


NO.8 In (ESS) design, employees, reputation, and materials are all examples of: 
A. Assets 

B. Risks 

C. Threats 

D. Countermeasures 

E. Systems 

Answer: A 


NO.9 In the customer's environment, an ITS designer should avoid the need for optical fiber field 
splicing by: 

A. Installing oversized inner duct 

B. Using oversized cable trays 

C. Using pre-connectorized cables 

D. Installing a continuous length of cable 

E. Using multiple pull boxes 

Answer: D 


NO.10 The three electronic security system (ESS) concepts the consultant needs to understand when 
creating 

an ESS system are threats, countermeasures, and: 

A. Risks 

B. Mitigation techniques 

C. Asset control 

D. Integration 

E. Intrusion detection 

Answer: A 


NO.11 On a survey of one of your client's buildings, you discover that one of the TRs, housing a 
considerable 

quantity of switching equipment, is at 25 degrees C (77 degrees F) with a relative humidity of 59 
percent. 

This is considered to be: 
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A. Within the normal range of temperature and humidity 
B. High temperature and normal humidity 

C. Normal temperature and high humidity 

D. High temperature and high humidity 

Answer: C 


NO.12 The signal at the input to a balanced twisted pair cable is 10 mW. The cable is 1000 feet long 
and has an 

attenuation of 1 dB per 100 feet. This cable is connected to the input of a receiver. The noise level at 
the 

input to the receiver is 1 microwatt. What is the signal-tonoise ratio (SNR) (dB) at the receiver input? 
A. 10 dB 

B. 30 dB 

C. 40 dB 

D. 60 dB 

E. 100 dB 

Answer: B 


NO.13 The ITU-T G.711 standard deals with what aspect of video conferencing? 
A. Coding and compression 

B. File transfer during video conference 

C. Call control during video conference 

D. Voice compression during video conferencing 

Answer: D 


NO.14 A conduit run is installed from the ER to a TR. It has two (2) 90 degree bend and a length of 20 
m (65 ft). 

What will be the MINIMUM test rating of the pull cord left in the conduit? 

A. 20 kg (44 Ib) 

B. 40 kg (88 Ib) 

C. 60 kg (132 Ib) 

D. 90 kg (200 Ib) 

E. 100 kg (220 Ib) 


Answer: D 
NO.15 Exhibit: 
Project Week 
May June July 
Task Number Task Name 2 22a & 67.8; O28 e 







Cabletermination | @] dS} 
cabietesing | e | © 


© = Indicates start and completion dates of task 
D- Indicates task has been started or compieted 


The figure below represents what type of chart? 
A. Milestone 

B. PERT 

C. Gantt 

D. Calendar 
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E. Status 
Answer: A 


NO.16 Which active DAS component is responsible for coupling input signals from donor systems? 
A. Coupling antenna 

B. Bidirectional amplifier 

C. Transceiver 

D. Receiver 

Answer: B 


NO.17 You are designing a multi-story dwelling and need to place the CTR's. Every floor is not 
available. What is 

the alternate spacing for the CTRs? 

A. Every 2 floors 

B. Every 3 floors 

C. Every 4 floors 

D. Every 5 floors 

E. 1st floor and midway up through the height of the building 

Answer: B 


NO.18 If you are working on a physical security plan for a data center and focusing on building and 
access 

control, what layer of the plan would this relate to? 

A. Layer 1 

B. Layer 2 

C. Layer 3 

D. Layer 4 

E. Layer 5 

Answer: C 


NO.19 Which electrical characteristic is displayed with the correct preferred value? 
A. Dielectric constant - high value 

B. Dielectric strength - high value 

C. Dissipation factor - low value 

D. Insulation resistance - high value 

Answer: A 


NO.20 At the end of the second week of a project, the earned value (EV) of work is $8000 USd and 
the planned 

value (PV) of work is $7000 USd. What is true about the project? 

A. The project is ahead of schedule. 

B. The project is over budget. 

C. The project is behind schedule. 

D. The project is under budget. 

Answer: A 
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